ATO sSolencid Valve

Catalog

2 way 2 position (2/2 way) solenoid valve
Various port sizes for selection

Brass or stainless steel valve body
Applicable for air, water, oil or steam

High reliability and long service life

Welcome to ATO.com!
Contact us...

Email: sales@ato.com
Phone: +1 800-585-1519 (Toll-free)
Website: www.ato.com




M Solenoid Valve ATO

2W Series

[l Symbol

A [zl

[ Order Code

2W 025 - 08 AC110V
[ | [
[ series ] [ PortArea | [ Port Size ] [ vontage |
2/2 Port Normal 025:2.5mm 06:G1/8 DC12V
Closed 040:4mm ‘ 08:G1/4 DC24v
160:16mm 10:G3/8 AC24V 50/60Hz
200:20mm 15:G1/2 AC110V 50/60Hz
250:25mm 20:G3/4 AC220V 50/60Hz
~350:35mm 25:G1 AC380V 50/60Hz
400:40mm - 35:G1 14
~500:50mm = o &
50:G2 ('-‘D"
= |
o.
. - Qo
B Technical Specification <
L
|( Model 2W025-08 2W040-10 2W160-15 ‘ 2W200-20 2W25025 2W350-35 2W400-40 2W500-50 w é
| Fluid | Air/Water/Oil
Action Mode Direct-acting Type Pilot-operated Type
Type Normal Closed
Port Diameter(mm?) 25 4.0 16 | 20 25 35 40 50
CV Value | 0.23 0.60 48 7.6 12 24 29 48
Port Size | Gi/ia | G3/8 | G172 | G3/4 ) G1 | Gl | G1 | G2
Fluid Viscosity | Under 20CS
Working Pressure Water/Oil: 0~0.5MPa Air: 0~0.7MPa
| Proof Pressure 1.0MPa
Temperature | -5~85C I
Working Voltage Range +10%
; Body Brass
Material Seal NBR
Coil Power 15VA | 20VA SOVA
B Dimension
2W025-08 2W160-500

2-M5x 0.8 Depth 10
0 i
3 v [l
o
\ Z !
‘-“_‘_‘___/ !
|
Q
2W040-10 e
2-M5x0.8 Depth 10 = D
N Z
~——
53
( Model [ A B | c D K
| 2W160-10 | 93 55.5 | 106.5 67.5 G3/8
2W160-15 . 93 55.5 \ 106.5 67.5 G1/2
2w200-20 | 97 55.5 | 113 73 G3/4
2W250-25 . 102.5 72.5 l 121 94 G1
2W350-35 134.5 92.5 | 159 120 Gl
2W400-40 | 137.5 92.5 ! 165 122 G112
~ 2W500-50 | 151.5 123 | 188 170 G2
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ATO

M Solenoid Valve
2WK Series(Normal Open)

B Symbol

s

[l Order Code

Email: sales@ato.com Phone: +1 800-585-1519  Web: www.ato.com

170

2WK 160 - 10 AC110V
I | | |
[ series | [ PortArea | [ Port Size | [ voltage ]
2/2 Pornt 025:2.5mm DC12Vv
Normal Open 160:16mm 08:G1/4 DC24V
200:20mm & AC24V 50/60Hz
250:25mm 10:G3/8 AC110V 50/60Hz
350:35mm 15:G1/2 AC220V 50/60H2z
400:40mm p 20:G3/4 AC380V 50/60Hz
500:50mm Ny 25:G1
U= o %
40:G1 12 (F
3
(o]
i, | 50:G2 o
ST F
> 1 <
QO
5 e 1 <
B Technical Specification @
i R
[ Model | 2WK025-08 2WK160-10 2WK160-15 ‘ 2WK200-20 2WK250-25 2WK350-35 2WK400-40 2WKS500-50 |
Fluid . _ Air/Water/Oil |
Action Mode Direcil-acting Type Pilot-operated Type |
Type o | o ~ NormalOpen S |
Port Diameter(mm?) 2.5 [ 16 I 16 20 25 T 35 1 40 | 50 .
CV Value 0.23 4.8 4.8 7.6 12 | 24 29 48
PortSize G1/4 Gars G172 | Gas | Gt | Gl | G112 I G2 |
Fluid Viscosity Under 20CS |
Working Pressure | WatersQil: 0~0.5MPa Air: 0~0.7MPa |
Proof Pressure 1.0MPa |
Temperature -5~85C |
Working Voltage Range +10% |
. Body Brass |
Material Seal NER
Coil Power 20VA
B Dimension
T
i :
| |
2WK025-08 | i
|
i
i i
i
[ i
| r =
i L |
i 3 t
82
| |
] - = T
G1/4 — : G4 g H
I L Port[Size -| \l‘*— - Port Size
42 |
.
A
i Model Port Size A B c 0
| 2WK160-10 G3/8 67.5 55.5 1245
2WK160-15 G1/2 67.5 55.5 124.5
2WK200-20 G3/4 73 65:5: 130
2WK250-25 G1 94 72.5 136.5
2WK350-35 G1 s 120 92.5 151.5
2WK400-40 G1 w2 122 92.5 157.5
: 2WKS500-50 G2 129 95



M Solenoid Valve ATO

2L Series(High Temperature)

B Symbol
T
[z MA
T
M Order Code
2L 250 - 20 AC110V
I I T I
[ series ] [ PortArea ] [ Portsize | [ Vvonage ]
2/2 Port Normal 170:17mm 10:G3/8 DCi2v
Closed 200:20mm 15:G1/2 DC24V
250:25mm 20:G3/4 AC24V 50/60H2
350:35mm 25:G1 AC110V 50/60H2
400:40mm 35:G114 AC220V 50/60H2
~ 500:50mm 40:G1 12 AC380V 50/60Hz
w 50:G2
o
@
= |
<}
Q_ . “p .
< B Technical Specification
Q
(<D Model 2L170-10 2L170-15 21.200-20 2L250-25 21.350-35 2L400-40 2L500-50
Medium | Air/Water/Steam
Action Mode | Direct-acting Type
Type Normal Closed
Port Diameter(mm?) 17 | 17 | 20 | 25 | 35 | 40 50
CV Value 12.6 12.6 17.46 27.27 53.46 69.83 69.83
Port Size G3/8 | G1/2 f G3/4 G1 G1a f G112 G2
Working Pressure 0.1~1.5MPa
Proof Pressure 1.5MPa
WorkingTemperature -5~180C
Working Voltage Range +10%
. Body Brass
Mplerel ~ Seal - EPDM

B Dimension

M) N | [ .
I
i
i . =]
1
0
Model A 8 © D K
2L170-10 126 42 146 82 G3/8
2L170-15 126 42 146 82 G112
2L.200-20 125 42 | 147 93 G3/4
2L.250-25 134 48 | 156 94 Gt
2L350-35 147 74 | 184 112 Gl
2L400-40 147 74 ! 184 112 G1i2
170 90 | 215 170 G2
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M Solenoid Valve ATO

2WB Series(Stainless Steel)

M Symbol
i B
a A
-
[ Order Code
2WB 160 - 10 AC110V
| series | | PortArea | | PortSize | [ wvoltage |
2/2 Port Normal 160:16mm 10:G3/8 DC12V
Closed 200:20mm 15:G1/2 DC24V
250:25mm 20:G3/4 AC24V 50/60Hz
350:35mm 25:G1 AC110V 50/60Hz
400:40mm 35:G1 114 AC220V 50/60Hz
500:50mm 40:G1 12 AC380V 50/60Hz
50:G2
B Technical Specification
Model 2WB160-10 2WE160-15 2WB200-20 2WB250-25 2WE350-35 2ZWE400-40 2WBS00-50 w
Fluid Air/Water/Oil
Action Mode Pilot-operated Type
Type ) - i __MNormal Closed
Port Diameter{mm?®) 10 16 20 25 35 40 50
CV Value 4.8 4.8 7.6 12 24 29 48
Port Size G3/8 | G1/2 | G3/4 | G1 G114 G1 e G2
_Fluld Viseosity 1 ! ~ Under2008
Working Pressure Water/Oil: 0~0.5MPa Air: 0~0.7MPa
Proof Pressure 1.0MPa |
Temperature -5~-85T |
Working Voltage Range +10%
. Body Stainless Steel 304
Material Seal NER |
. Coil Power 20VA 50VA E|

B Dimension

|
I |
JL '
|
| '
s s s |
i
i
i
i -
5 .
[ ! 1
i )
e |
Port Size2- 1 -Port Size
i
A
T
ficd Model I Port Size I A B © B
i 2WB160-10 Ga/e i 69 ) 56 Ji 111 |
ZWE1B0~1h | Gl ! B9 56 : L
2WB200-20 G3/4 71 56 17
2WB250-25 : G1 98 76 126
2WB350-35 G1 e 116 87 155
2WB400-40 ' G1e 122 94 165
2WB500-50 G2 167 123 189.5
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@ Solenoid Valve ATO

2WBK Series(Stainless Steel N.O. Type)

B Symbol

A [zl

[l Order Code

2WBK 160 - 15 AC110V
l I I [
[ series [ PortArea | [ Portsize | [ voltage |
212 Port Normat __160:16mm 156:G1/2 DCi2v
Open 200:20mm 20:G3/4 DC24Vv
250:25mm 25:G1 AC24V 50/60Hz
350:35mm 35:G1 s AC110V 50/60Hz
400:40mm 40:G1 12 AC220V 50/60Hz
500:50mm 50:G2 AC380V 50/60Hz
w
o
®
3
=
o
<
[l
< X on 4
® B Technical Specification
5
Model | 2WBK160-15 2WBK200-20 2WBK250-25 2WBK350-35 2WBK400-40 2WBK500-50
Fluid Air/Water/Oil
Action Mode Pilot-operated Type
Type [ ~ Normal Open
Port Diameter(mm?) | 16 i 20 I 25 35 | 40 50
CV Value 4.8 7.6 | 12 | 24 29 48
Port Size | G1/2 G3/4 | G1 Gl G1ir G2
Fluid Viscosity | Under 20CS
Working Pressure Water/Qil: 0-0.5MPa Air: 0~0.7MPa
Proof Pressure 1.0MPa
Temperature -5~85T
Working Voltage Range +10%
Material Body | _Stainless Steel 304
Seal NBR
CollPower | 20VA

B Dimension

Q
H
— H
i
Port Size- \“rﬁ—— -Port Size
2
A |
( Model Port Size A B @ N\
' 2WBK160-15 G1/2 69 56 125
2WBK200-20 Ga/4 71 56 131
2WBK250-25 . G1 | 98 76 140
2WBK350-35 Gl 116 87 146
2WBK400-40 Gl 122 94 158

2WBK500-50 G2 129 | 95 | 170
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B Solenoid Valve ATO

2WS Series(Water Proof)

B Symbol
i B
Pl MV
-
[ Order Code
2WS 160 - 15 AC110V
| Series ] [ Port Area ] | Port Size ] i Voltage ]
2/2 Port Normal 040:4mm DC12v
Closed 160:16mm 10:G3/8 DC24v
200:20mm AC24V 50/60Hz
250:25mm 15:G1/2 AC110V 50/60Hz
350:35mm 20:G3/4 AC220V 50/60Hz
400:40mm 25:G1 AC380V 50/60Hz
500:50mm 35:G1 14
40:G1 12 -
50:G2 o
=]
S
o
<
=
3
B Technical Specification
Model 2WS040-10 2W5160-15 : 2Ws200-20 2Ws250-25 ‘ 2Ws350-35 2Ws400-40 2Ws500-50 w
Fluid . Air/Water/Oil
Action Mode Direcl-acting__ Type_ Pilot—operaled Type
Type Normal Closed
Port Diameter(mm®) 4 16 20 25 | 35 40 50
CV Value 0.6 4.8 7.6 12 | 24 29 48
E { I I | ;
Port Size G3/8 | G1/2 ] G3/4 | G1 | G1 1 Gl G2
Fluid Viscosity Under 20CS
Working Pressure Water/Oil: 0~0.5MPa Air: 0~0.7MPa
Proof Pressure 1.0MPa
Temperature -5~857T
Working Voltage Range +10%
Body Brass
Material Seal NER :
'.__ Coil Power 20VA o
B Dimension
[F‘IJ——LF!T F‘IJ——I\I‘T
ml Q\ [| i+ L] f-\\ .
N \& Port Size
A B
i Model I Port Size T A B B )
i 2WS040-10 1 Ga/a | 75 : 48 il 87 1
2WS160-15 | G1/2 _ 82 _ 55.5 : 107
2WS200-20 G3/4 a5 55.5 113
2WS250-25 | G1 94 72.5 121
2WS8350-35 G111 120 92.5 159
2WS400-40 G112 122 92.5 165
2WS500-50 G2 170 123 188
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M Solenoid Valve ATO

2WF Series(Explosion Proof)

M Symbol
i b9
wa A
-
B Order Code
2WF 160 - 15 AC110V
| | I |
| Series ] [ Port Area ] [ Port Size | | Voltage |
2/2 Port Normal 040:4mm DC12V
Closed 160:16mm 10:G3/8 DC24v
200:20mm AC24V 50/60Hz
250:25mm 15:G1/2 AC110V 50/60Hz
350:35mm T AC220V 50/60Hz
400:40mm r 2O ACB80V 50/60Hz
500:50mm .
v ;i W 25:G1
=3 35:G1 11
g i
g' (__ = 40:G1 12
=13 S 50:G2
=<
1
<
1]
B Technical Specification
( Model 2WF040-10 2WF160-15 2WF200-20 2WF250-25 2WF350-35 2WF400-40 2WF500-50 \
Fluid AirfWater/Qil
Action Mode Direct-acting Type Pilot-operated Type
Type ) Normal Closed ) )
Port Diameter(mm®) 4 16 20 25 ' 35 40 50
CV Value 0.6 4.8 7.6 12 [ 24 29 48
Port Size G3/8 | G1/2 G3/4 G1 | G114 G112 G2
Fluid Viscosity Under 20CS
Working Pressure Water/Oil: 0~0.5MPa Air: 0~0.7MPa
Proof Pressure 1.0MPa
Temperature -5~85T
Working Veltage Range +10%
- Body Brass
Material Seal NER
‘._ Coil Power 20VA
B Dimension
%h‘;h
] —
m/l— ‘ [T F‘IJ— ‘ M
+: :H H
A I 11 . = L]
| N— VY
h\
m \\Kk\ Port Side
A B
I
P Model I Port Size | A B 2 B
i 2WF040-10 1 Ga/a | 103 } 45 il 87
2WETRD18 | e ! HO%8 : BA:b: : L1170
2WF200-20 G3/4 113 55.5 113
2WF250-25 [ G1 124 72.5 122
2WF350-35 G114 136 92.5 160
2WF400-40 G112 137 92.5 166
2WF500-50 G2 170 123 189
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